Low-Cost Induc- 
tance Meter 


July/August 2003, p. 58, 
034030-1 


The formula to determine the 
coil inductance should read: 
L = 1.2 dU/dt, not L = 120 
dU/dt. 

The error in the calculation 
starts at: di; /dt = 0.1 dU/dt; 
this should be dlI,;/dt = 
dU/dt) / 0.1. 


EEDTs Pro Budget 
Booster 


July/August 2003, p. 43-44, 
014098-1 

The type numbers BDY66C 
(T3) and BDV64C_ (T4) 
printed in the parts list and 
the circuit diagram are 
wrong and should be 
replaced by: 

T3 = BDV64 

T4 = BDV65 

The alternative type num- 


bers BDW84 for T3 and 
BDW83 for T4 are correct. 


Week/Month Timer 
April 2003, p. 66-69, 
020190-1 


One of our readers kindly 
informed us that a number of 
ICs type CD4068 or 
HCF4068, including those 
manufactured by Philips 
Semiconductors, have an 


CORRECTIONS UPDATES 


additional output on pin 1. 
The ST Microelectronics 
HCF4068 used in our proto- 
type did have such an out- 
put. 

Part of the rule mentioned 
under Step 2 in the section 
‘How to set the period’ is 
incorrect and should be 
amended to read: *... the first 
number that’s smaller than 
or equal to the above value.’ 
This rule is, in fact, applied 
in the example that follows. 


